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Sealing Products

Strength Reliability
Safety

AFM 34/2: Secure sealing in compliance with the elastomer
guideline in the drinking water sector
Elastomer guideline (formerly KTW) - W270 - WRAS - DIN-DVGW - VP 401 (HTB)
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Comparison of the technical data of AFM 34/2 and AFM 34

Technical data® (nominal thickness 2.00 mm) _

Tensile strength transverse ASTM F 152 > 18 N/mm?

DIN 52910 > 12 N/mm?
Compressibility and recovery ASTM F 36 J
Compressibility 5-8%
Recovery > 55%
Sealability against nitrogen DIN 3535-6 FA  approx. 0.02 mg/(s-m)
Residual stress DIN 52913
16 h, 300 °C approx. 25 N/mm?
16 h, 175 °C approx. 36 N/mm?
Swelling ASTM F 146
- in oil IRM 903, 5 h, 150 °C
Thickness increase <7%
Weight increase <7%
- in ASTM Fuel B, 5 h, RT
Thickness increase <10%
Weight increase <10%
- in water/antifreeze agent (50:50), 5 h, 100 °C
Thickness increase <10%
Weight increase <10 %
Density 1.7-1.9 g/cm?
Ignition loss DIN 52911 <34 %
Content of water-soluble chloride <100 ppm
Thermal conductivity approx. 0.7 W/(m-K)
Specific volume resistivity after storage
at 50% RLF, 48 h 1x10" Q-cm
at120°C,1h 2x10" Q-cm

1 The above technical data apply to the material as delivered without additional treatment.
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